Autoclave, Steriliser, Portable, Economy Models

* Aluminium inner container with rack
nE * Flexible metal exhaust tube

* Dial gauge and exhaust valve

* Metal to metal seal (no gaskets)

* Large sterilising capacity

Non-Electric Models

micro-organisms and bacteria in a matter of minutes.

Catalogue No A774-321 A774-325
Model 1915X 1925X
Gross Capacity, litres 14 24
Internal diameter, mm 283 283
Internal height (useable), mm 146 260
Standard working temperature, °C 120 120
Overall dimensions (hxdia), mm 312 x 321 425 x 321

A -3 .
774-354 Electric Models

Compilete, effective portable sterilisers at the lowest possible cost. Made in
high quality cast aluminium alloy, suitable for all laboratory sterilising
applications. There are no additional supplies to purchase.

* Heavy cast aluminium cover and bottom construction

Used over any effective heat source, the non-electric sterilisers eliminate

A774-329
1941X
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483 x 387

Compilete, self-contained unit with an immersion heating element, automatic
thermostatic control, automatic release valve and pilot light. Connects to any

outlet and is ready for use instantly and ensures complete, efficient sterilisation.

Model 25X features:
* Thermostat control and pilot light
a * 1050 Watt heating element

Model 50X features:
* 1650 Watt element for fast start-up times

. * Greater heating capability compared with 25X
A774-356 @ ™ g cap y P

* 60 minute mechanical bell timer

Model 75X features:
* 1650 Watt heating element for fast operation

* More accurate TPI thermocouple, snapswitch and pilot light

* 60 minute mechanical bell timer
* Extra large capacity

*lél 'F‘\

Catalogue No A774-352 A774-354
Model 25X 50X

Gross Capacity, litres 24 24

Internal diameter, mm 283 283

Internal height (useable), mm 216 216

Power rating 240,50/60Hz 240,50/60Hz
Standard working temperature, °C 120 120

Overall dimensions (hxdia), mm 425 x 321 425 x 321

* More accurate TPI thermocouple, snapswitch and pilot light
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A774-365

arrasss  (_Accessory Stands

)

o

Catalogue No Description
A774-363 Support stand to fit models 25X and 50X
| A774-365 Support stand to fit model 75X
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Support stand to elevate electric sterilisers to prevent damage to work surfaces.
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Autoclaves

Autoclave, Steriliser, Portable, Dixon ST 19T

Compact fully portable autoclave designed for simplicity of use and minimal
maintenance. Suitable for sterilising both instruments and glassware.

* Constructed of die cast aluminium

* Heated by a single internal electric element

» Temperature is controlled through an electronic temperature controller
and a thermocouple

* Removable lid for full width access. The lid locking device ensures the lid
cannot opened while the vessel is under pressure

Catalogue No A775-119

Capacity, litres 14

Internal diameter, mm 280

Internal height (useable), mm 230

Power rating 230V/110V-AC 50Hz-2.0kW
Design pressure 1.3 bar (18psi)

Standard working temperature, °C = 121

Overall dimensions (wxdxh), mm 420 x 400 x 520

(Accessories and Spares )

Catalogue No Description

Accessories

A775-130 Wire mesh basket, S/S, small, c/w liting handle, 240mm dia. x 220mm deep
A775-134 Bottle rack, to take 4 X 1 litre media bottles

A775-136 Dressing drum, S/S, small, 240mm dia. x 120mm deep

Spares

A775-141 Lid gasket

A775-143 Pressure gauge

A775-145 Element, internal, 2.0kW, 240V

Autoclave, Steriliser, 16X

Well priced autoclave designed for maximum efficiency, user safety and ease
of operation during routine laboratory and sterilising procedures. This model is
equipped with the following features:

* Chamber is constructed from corrosion free stainless steel

* Programmable microprocessor control system

* Temperature and pressure dial

* Pressure and temperature door locks, overheat cut-out switch and safety
and release valve

* Supplied with sterilisation box and tray

A775-232

Catalogue No A775-232
Chamber capacity (approx.), litres 16
Chamber dimensions (hxl), mm 230 x 400
Overall dimensions (wxdxh), mm 330 x 420 x 530
Power rating 1.5 kKW
Maximum working temp, °C 140
(Accessories and Spares )

The accessory sterilisation set includes, tray frame with 3 trays, tray holder and
2 Sterilisation springs.

Catalogue No Description
A775-241 Replacement sterilisation box
A775-245 Sterilisation set
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Autoclaves

A775-512

Autoclaves, Sterilisers, Vertical Loading, Economy

Well priced general purpose autoclaves for sterilising instruments, liquids, glassware,
culture media and laboratory waste. This easy to use and efficient design incorporates
the following features:

* External case, tank chamber lid and closure are constructed from stainless steel
* Electrically heated elements within the chamber, supplied with perforated
tray to protect the elements
* Manual valves for draining and unsteaming, fully protected by a perforated grid
* Adjustable 10 program microprocessor controller ensures repeatable safe
and accurate sterilisation. The LCD screen displays all process parameters
during the sterilisation period
* Temperature sensor; PT100 class A
* Safety features include:
- Pressure activated door lock
- Over-pressurisation safety valve
- Over temperature safety cut-out

4
Catalogue No A775-512 A775-516 A775-520 A775-524
Capacity, litres 28 75 110 150
Interior measurements (diaxh), mm 300 x 400 400 x 600 400 x 850 500 x 750
Exterior measurements (hxwxd), mm 1010 x 510 x 560 1090 x 620 x 730 1330 x 630 x 730 1310 x 760 x 850
Adjustable temperature range, °C 105 to 139
Maximum pressure 2.5 bar
Power rating, Watts 2000 3000 4500 6000
Net weight, Kg 60 85 114 140
Autoclaves, Top Loading, Automatic Vacuum,
A775-541 Economy

Competitively priced autoclave with advanced features for sterilisation of
instruments, glassware, liquids and culture media:

* Operator controlled air purge and vacuum drying system
* Internal water tank with maximum and minimum level detector
* External case, tank chamber lid and closure are constructed from stainless steel
* RS-232 port for printer or PC data readout
* Temperature sensor; PT100 class A
* Eletrically heated through elements located inside the chamber, supplied
with a perforated tray to protect the elements
* Adjustable 10 program microprocessor controller ensures repeatable safe
and accurate sterilisation. The LCD screen displays all process parameters
during the sterilisation period
* Safety features include:
- Pressure activated door lock
- Over-pressurisation safety valve
- Over temperature safety cut-out

Catalogue No A775-541 A775-543 A775-545 A775-547
Capacity 28 75 110 150

Interior measurements (& x height), mm 300 x 400 400 x 600 400 x 850 500 x 750
Exterior measurements hxwxd, mm 1010 x 510 x 560 1090 x 620 x 730 1330 x 60 x 730 1310 x 760 x 850
Adjustable temperature range, °C 105 to 139

Maximum pressure 2.5 bar

Power rating, Watts 2000 3000 4500 6000

Weight, Kg 60 85 114 140
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Autoclaves

Accessories for Economy Autoclaves

(Panel Printer )

Economy autoclaves (except model 16X) can be fitted with a process printer
that produces a comprehensive record of each autoclave cycle. Includes
programme number, cycle number, temperature, time, date and any warning or
error messages. This accessory must be installed in the factory.

Catalogue No Description

A775-528 Panel Printer to record details of autoclave cycle
( Perforated and Non-Perforated Stainless Steel )

Perforated baskets A775-553 A775-557 A775-557 A775-559

Non-perforated baskets A775-562 A775-564 A775-564 A775-568

For autoclave capacity, litres 28 75 100 150

Dimensions (@ x height), mm 280 x 200 380 x 260 380 x 260 475 x 360

No. of baskets per autoclave 2 2 3 2

Weight, Kg (approx) 15 25 25 4 A775-553

: : AL
( Height Adjustable Shelves ) e
w . J b

Catalogue No For autoclave capacity, litres

A775-571 28

A775-573 73

A775-575 100

A775-577 150

Our very own brand offering

Traditional Values

chalice

...the affordable solution
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T
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Look out for more & more Chalice products throughout the catalogue
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Autoclaves

Aa

AT776-320 Autoclaves, Touchscreen, Compact

Automatic, Swiftlock Astel®

Astell’s new range of Swiftlock Compact Autoclaves offers guaranteed
precision and versatility in sterilisation. All units are suitable for a wide range
of autoclaving applications and provide convenience and flexibility in today's
quality conscious laboratory.

N

All sizes are available as front-loading benchtop machines whilst the 60 litre
model is also available as a top-loading unit. Al models have the following features:

Easy adjustment of time and temperature and provides information on the
cycle process
* Data archiving and Virtual Printer

Aot g P ionee. k . . .

Astel | Lo - Ly ! « Ultra quick new Swiftlock door mechanism to enable easy access to the
Program Selected *= Fluid Load 1210 chamber. Only when the door/lid is fully closed will the cycle commence and
i o 121-50 (e [

Chamher Press 1+ B?Shar t * Temperature range of 100°C-138°C
Load Temp 121-7C * Safety features include:
. —_— - Low water detection in chamber

~ Sterilize Stage

- Audio and visual alarms for cycle fault and cycle interruption
- Sterilise failure, water low and door unlocked alarms
- Overheat protection system

Two different versions of these autoclaves are available:

Classic Version

Suitable for all standard laboratory procedures. Water fill is manual; during
the cycle condensate leaves the vessel via a silicone tube that is connected to
a heat resistant bottle. The classic version features a four program controller
as standard.

A776-328

Autofill Version

Automatic water fill/recirculation system that is completely self contained.
An integral reservoir provides sufficient water for up to 20 cycles and acts
as a collection vessel for both condensate and water. Connection to a drain
or waste container is therefore unnecessary. Features controlled drying for
instrument and glassware cycles.

Capacity, litres 30 40 60 60

Classic version A776-320 A776-324 A776-326 A776-328*
Autofill version A776-351 A776-353 A776-357 A776-359*
Loading type Front Front Front Top

Chamber dimensions (dia x depth), mm 350 x 360 350 x 400 350 x 660 350 x 640
Overall dimensions (wxdxh), mm 520 x 780 x 540 520 x 780 x 540 520 x 980 x 540 530 x 700 x 1040
Weight, Kg 60 95 125 100

*Mounted on casters as standard

(Options & Accessories for above Autoclaves  Astell® )

A776-328

Catalogue No Description For use with
A776-060 Integral Data Printer All Compact Models

I A776-062 Assisted Air Cooling All Compact Models
A776-064 Load Sensed Process Timing All Compact Models
A776-372 Discard container A776-320 + A776-351
A776-374 Discard container A776-324 + A776-353
A776-376 Half depth stainless steel basket A776-328 + A776-359
A776-378 Half depth Morrison container A776-328 + A776-359
A776-381 Three position shelf rack (plus 3 shelves) A776-320 + A776-351
A776-383 Five position shelf rack (plus 3 shelves) A776-324 + A776-353
A776-385 Five position shelf rack (plus 3 shelves) A776-326 + A776-357
A776-387 Spare condensate bottle Classic range

V//4 wagtech www.wagtech.co.uk Telephone: +44 (0)1635 872 929

sales@wagtech.co.uk










