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Balances

www.wagtech.co.uk
sales@wagtech.co.uk

Telephone: +44 (0)1635 872 929

Accessories

Balances, Mechanical, Harvard Trip 

Balance, Heavy Duty Solution

• Top loading, with magnetically damped beams
• Classic two pan design
• Features magnetic damping and beams with sliding weights
• Tare function of 225g on B042-149 model

* When used with B042-154 weight set

• Durable, anti-corrosion balance with epoxy coated steel plate
• 2270g Tare and poise lock for repetitive weighing

Catalogue No Capacity, g Readability, g Platform dia. mm

B042-141 10/2000* (No tare- single beam) 0.1 152

B042-145 210/2000* (No tare- 2 beam) 0.1 152

B042-149 210/2000g* (Tare- 2 beam) 0.1 152

Catalogue No Accessories

B042-152 Weight set 1000g x 1g in plastic box

B042-154 Weight set 1000g x 1g in open plastic block

B042-158 Rod and Clamp assembly for under balance weighing

Catalogue No Capacity, Kg Readability, g Platform dia. mm

B042-180 20 1 250

Balances, Portable, CL Series
• Basic Weighing with two button keypad
• Load cell lock, gives protection when stacked or transported
• Auto shut-off feature conserves energy
• Battery operated ( optional mains adapter available )

Catalogue No Capacity, g Readability, g Platform size, mm

B043-190 200 0.1 120 (dia)

B043-194 2000 1 120 (dia)

B043-198 5000 2 120 (dia)

Catalogue No Description

B043-216 Ac Adapter, 240v

Accessories

Balances, Portable, Compact, Core Series
• Battery or mains operated with clear backlit LCD display
• Stainless steel pan
• Auto power off function and low battery indicator
• ShockProtectTM overload protection
• Windshield supplied as standard on 120mm pan models

B042-141

B042-180

B043-190

Note:
For weighing scoops 

please turn to the 

Balance Accessories 
section on page 23

Catalogue No Capacity, g Readability, g Pan diameter, mm

B043-341 200 0.01 120

B043-343 250 0.1 120

B043-345 600 0.1 120

B043-347 1500 0.1 120

B043-353 2000 1 145

B043-351 2600 0.1 145

B043-355 5000 1 145

B043-341



Catalogue No Capacity, g Readability, g Platform size, mm 

B043-370 150 0.01 120 dia

B043-372 300 0.01 120 dia

B043-374 300 0.1 120 dia

B043-376 500 0.1 120 dia

B043-378 1500 0.1 120 x 135

B043-380 3000 0.1 120 x 135

B043-382 5000 1.0 120 x 135
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Balances, Compact, Economy Model, 
Highland Series

Accessories

• Mains or Battery operation
• USB or RS232 Connectivity
• Weigh-Through Draft shield with removable centre
• Stackable
• Supplied with weigh-below hook, A/C adapter and Calibration Weight 

(for 150g and 300g Models only)

Catalogue No Description

B043-350 Security Device - Cable and Lock type

B043-356 USB Interface (cable included)

B043-358 Impact printer (cable not supplied)

• Compact, precision, portable balance with rechargeable battery/mains adapter
• Low battery indicator with autopower off and large backlit LCD
• Features 15 different weighing units
• RS232 and USB interfaces
• Parts counting, percentage and check-weighing modes
• Stainless steel weighing pan
• Internal calibration
• Weigh below facility available as an option
• Supplied with windshield and mains adapter as standard

Catalogue No Capacity, g Readability, g Platform size, mm

B043-521 120 0.001 120 dia.

B043-523 150 0.005 120 dia.

B043-525 300 0.01 120 dia.

B043-527 600 0.01 120 dia.

B043-529 600 0.02 120 dia.

B043-531 1000 0.01 120 dia.

B043-533 1500 0.05 120 dia.

B043-535 3000 0.1 120 dia.

Balances, Portable, Traveler Series

Accessories
Catlogue No Description

B043-561 Standard printer

B043-562 Thermal paper roll for standard printer

B043-563 In use cover

B043-567 Hard shell carry case with lock and strap

B043-370

B043-350

B043-356

B043-542

www.wagtech.co.uk
sales@wagtech.co.uk

Telephone: +44 (0)1635 872 929
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Accessories

Balances, Precision, PGW
• Large, easy to read, backlit LCD with dual display
• Applications include weighing, check weighing and percentage weighing 
• 18 weighing units including user programmable custom unit
• Automatic temperature compensation function
• Bi-directional RS-232 interface for GLP compliant reports
• Second communication port
• Below pan weighing facility
• Draught shield supplied as standard on all models with 1 mg readability 

Catalogue No Capacity, g Readability Platform size (wxl), mm

External  Calibration

B043-612 150 1mg 140 x 140

B043-615 250 1mg 140 x 140

B043-618 450 1mg 140 x 140

B043-621 750 1mg 140 x 140

B043-624 1500 0.01g 192 x 192

B043-627 2500 0.01g 192 x 192

B043-630 3500 0.01g 192 x 192

B043-632 4000 0.1g 192 x 192

B043-633 4500 0.01g 192 x 192

B043-635 6000 0.1g 192 x 192

B043-637 8000 0.1g 192 x 192

Internal Calibration

B043-651 150 1mg 140 x 140

B043-654 250 1mg 140 x 140

B043-657 450 1mg 140 x 140

B043-660 750 1mg 140 x 140

B043-663 1500 0.01g 192 x 192

B043-666 2500 0.01g 192 x 192

B043-669 3500 0.01g 192 x 192

B043-672 4500 0.01g 192 x 192 

Catalogue No Accessories

B043-561 Standard printer

B043-562 Thermal paper roll for standard printer

B043-683 Weigh below hook

B043-685 Density determination kit

B043-687 Dust cover

B043-689 In-use cover

B043-612 B043-624

If you need it...
we can source it!
Please contact our
expert staff for specific 
requirements

Note:
For Calibration Weights 

please refer to page 22

Note:
For Weighing Boats, Bottles 

and Scoops please refer to 

page 23

Balances

www.wagtech.co.uk
sales@wagtech.co.uk

Telephone: +44 (0)1635 872 929



Not sure what balance 
to choose?
Refer to our Balance Selector on page 13 
or contact us for further advice:
Tel: +44 (0)1635 872 929
Email: sales@wagtech.co.uk
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Balances, Precision, Classic Light, 
PL Series

Accessories
Catalogue No Description

B043-350 Security device

B043-358 Impact printer (cable not supplied)

B043-359 Printer cable

• Large weighing pan for easy operation
• Battery operation (25 – 30 hour life)
• Glass draught shield on 0.001g models
• Built-in applications include – piece counting, +/- weighing, percent 

weighing and dynamic weighing
• RS232 interface included as standard

Catalogue No Capacity, g Readability, g Pan size, mm

B043-930 81 0.001 100

B043-932 210 0.01 120

B043-934 610 0.01 160

B043-936 610 0.1 160

B043-938 1510 0.1 160

B043-940 3100 0.1 160

B043-942 6100 0.1 160

B043-944 6100 1.0 160

Catalogue No
External Calibration

Catalogue No
Internal Calibration

Capacity, g Readability, g Platform size, mm

B043-700 B043-720 210 0.001 120 (dia)

B043-702 B043-722 410 0.001 120 (dia)

B043-704 B043-724 510 0.01 180 (dia)

B043-706 B043-726 2100 0.01 180 (dia)

B043-708 B043-728 4100 0.01 180 (dia)

B043-710 B043-730 4100 0.1 180 (dia)

• Optional Internal Calibration
• RS232 Interface
• Multiple application modes and weighing units
• Integral weigh-below hook
• Upfront level indicator eliminates the need to check the back of the balance

Balances, Precision Pioneer SeriesB043-700

B043-936

www.wagtech.co.uk
sales@wagtech.co.uk

Telephone: +44 (0)1635 872 929
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Weighing BoatsGeneral Balance Accessories

General Balance Accessories

Ideal for a range of applications, these weighing boats are available in square
or diamond shapes with a flat base. Each size has consistent weight, eliminating
the need to re-set the balance for every measurement. Flexibility allows the
weighing boat to be shaped into a funnel for pouring without spillage.

Catalogue No Description Colour Dimensions, mm Capacity, ml Case qty.

B046-211 Standard, diamond, small weigh boat Black 55 x 30 5 1000

B046-214 Standard, diamond, medium weigh boat Black 80 x 60 30 500

B046-217 Standard, diamond, large weigh boat Black 120 x 100 100 250

B046-220 Standard, square, small weigh boat Black 44 x 44 7 1000

B046-223 Standard, square, medium weigh boat Black 80 x 80 100 1000

B046-226 Standard, square, large weigh boat Black 140 x 140 250 1000

B046-229 Standard, diamond, small weigh boat White 55 x 30 5 1000

B046-232 Standard, diamond, medium weigh boat White 80 x 60 30 500

B046-235 Standard, diamond, large weigh boat White 120 x 100 100 250

B046-238 Standard, square, small weigh boat White 44 x 44 7 1000

B046-241 Standard, square, medium weigh boat White 80 x 80 100 1000

B046-244 Standard, square, large weigh boat White 140 x 140 250 1000

www.wagtech.co.uk
sales@wagtech.co.uk

Telephone: +44 (0)1635 872 929

Calibration Weight Sets

Calibration Weights

Individual OIML Class F1

Weights 1mg to 500mg are stainless steel sheets and weights 1g to 5Kg are
highly polished stainless steel. 
Supplied in a plastic box.
Conforms with OIML standard.

Catalogue No Weight
Value

Tolerance, 
±mg

Catalogue No Weight
Value

Tolerance, 
±mg

B046-811 1mg 0.020 B046-835 10g 0.200

B046-813 2mg 0.020 B046-837 20g 0.250

B046-815 5mg 0.020 B046-839 50g 0.30

B046-817 10mg 0.025 B046-841 100g 0.50

B046-819 20mg 0.030 B046-843 200g 1.00

B046-821 50mg 0.040 B046-845 500g 2.50

B046-823 100mg 0.050 B046-847 1Kg 5.00

B046-825 200mg 0.060 B046-849 2Kg 10.00

B046-827 500mg 0.080 B046-851 5Kg 25.00

B046-829 1g 0.100

B046-831 2g 0.120

B046-833 5g 0.150

OIML Class F1

Complete with certificate of calibration, which is traceable to national standards.
Weights 1mg to 5mg are aluminium, weights 10mg to 500mg are nickel sheets
and weights 1mg to 20Kg are highly polished stainless steel. Supplied in a
wooden case with handling glove, tweezers and dust brush.

Catalogue No Description

B046-880 1mg-500mg flat plate, OIML class F1 calibration weights

B046-882 1mg-100g, OIML class F1 calibration weights

B046-884 1g-1Kg, OIML class F1 calibration weights

B046-886 1g-2Kg, OIML class F1 calibration weights

B046-888 1g-5Kg, OIML class F1 calibration weights

B046-890 1g-10Kg, OIML class F1 calibration weights




